
MECHANICAL PLUG 

EXTEND CLEANOUT 2" ABOVE 
DESIGN PONDING ELEVATION 
OR PER PLAN 

4" STREAMBED COBBLES 
PER WSDOT 9-03. 11 (2) 

DESIGN PONDING 
ELEVATION 

SOIL TIGHT 
COUPLER 

UNDERDRAIN PIPE, 
PER PLANS 

PLUG OR CONTINUED UNDERDRAIN 
CONNECTION 

CLEAN OUT 
(SHOWN WITHIN BIORETENTION FACILITY) 

GENERAL NOTES: 

ASPHALT/ 
CONCRETE 

LAWN/ 
LANDSCAPE 

TRAFFIC RATED, 
CIRCULAR LOCKING 
CAST VALVE BOX PER 
MANUFACTURER 
RECOMMENDATIONS, 
SEE NOTES 1 AND 2 

MECHANICAL PLUG 

ADD VALVE BOX 
EXTENSION OR SOIL 
PIPE AS NECESSARY 
TO ACCOMMODATE 
O.D. OF RISER PIPE 

CLEANOUT COVER IN 
PAVED AREA 

CRUSHED SURFACING 
TOP COURSE (CSTC) 
PER WSDOT 9-03.9(3) 

MECHANICAL PLUG 

CLEANOUT COVER IN 
LANDSCAPE AREA 

1. CLEANOUT PIPE SHALL BE SAME SIZE AND MATERIAL AS UNDERDRAIN PIPE. 

2. CLEANOUT SHALL BE INSTALLED TO ALLOW FOR MAINTENANCE ACCESS TO ALL PIPES. 

3. ALL FITIINGS SHALL BE SOIL TIGHT. 

4. CLEANOUT RISER TOP SHALL BE LOCATED OUTSIDE OF PONDING AREAS WHERE POSSIBLE. 

NOTES: 
1. CLEANOUT COVER TO BE LOCKING WITH ALLEN HEAD BOLT, MARKED "DRAIN CLEANOUT," 

"CLEANOUT," "co," OR SIMILAR. 

2. TRAFFIC RATED LID REQUIRED IN AREAS WITH VEHICULAR LOADING. 
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