
EXTEND TO BOTTOM OF 
PAVEMENT BASE COURSE 

1 - 2 ROWS OF UNIT PAYERS 
OVER CONCRETE BASE 

FLUSH EDGES 

MORTARED PAVER AT LANDSCAPING 

TRAFFIC RATED METAL 
EDGE RESTRAINT 
PER MANUFACTURER 

GEOGRID BETWEEN LEVELING AND BASE 
COURSE TIED TO EDGE RESTRAINT 
WHEN SPECIFIED BY ENGINEER 

DEPRESS LANDSCAPING 1" 
NEXT TO EDGE TREATMENT 

1 O" LONG x 3/8" DIA. GALVANIZED 
STEEL LANDSCAPE SPIKE SPACED EVERY 
2' FOR STRAIGHT SECTIONS AND EVERY 
1' FOR CURVED SECTIONS 

J LANDSCAPE 

EXTEND BASE 6" (MIN) BEYOND EDGE OF PAVER 
OR PER MANUFACTURER'S RECOMMENDATIONS 

METAL PAVER EDGE AT LANDSCAPING 
(FOR PRIVATE PROPERTY ONLY) 

NOTES: 
1. CONCRETE SHALL BE CLASS 3-3000 PSI. CONCRETE REINFORCEMENT AND 

EXPANSION JOINT PLACEMENT TO BE SPECIFIED BY ENGINEER. 
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